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v < 3 MODERATE LANDSLIDE POTENTIAL Moderate to moderately steep, relatively uniform slopes that are generally underlain by competent bedrock, may also include older dormant landslides. Some slopes within this
area may be at or near their stability limits due to weaker materials, steeper slopes, or a combination of these factors. This area dominantly occurs in dormant landslides west of the San Andreas Fault and in the rocks of
the Coastal Terrane west of the Tombs Creek Fault zone. Landslides typically occur as small (less than 1 acre) debris flows, debris slides, and rockslides.

HIGH LANDSLIDE POTENTIAL Moderately steep to steep slopes that include many dormant landslides in upslope areas and slopes upon which there is subsiantial evidence of downslope creep of surface materials. This
area consists of large dormant earthflows dominantly occurring in the rocks east of the Tombs Creek Fault zone, areas of disrupted ground on moderately steep (30-64%) slopes, and much of the incised and moderately
steep area of the Coastal Terrane.

I S s
13 3 -'r It 5 o
: : & 7 [..4 VERY HIGH LANDSLIDE POTENTIAL Areas include historically active landslides (<150 years old) and inner gorges, as well as debris slide/flow source areas on steep to very steep slopes (>65%). Landslides typically
4 occur as large earthflows in the Central Terrane east of the Tombs Creek Fault zone and as small (less than 1 acre) rock slides, debris slides, and debris flows in the Coaslal Terrane.

INFORMATION CONCERNING THE RELATIVE LANDSLIDE POTENTIAL MAP

PURPOSE
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\ ? The North Coast Watershed Assessment Program (NCWAP) and the Timber Harvest Plan Enforcement and Watershed Restoration Program (THPEWRP) of the California Geological Survey (CGS) prepares two types of maps,

1) Geologic and Geomorphic Features Related to Landsliding Maps and 2) Relative Landslide Potential With Geologic and Geomorphic Features Maps (Relative Landslide Potential Maps) to aid in land management of California’s
North Coast. The two CGS programs follow standardized procedures and methods (described below) for map development in a Geographic Information System (GIS). Thus, the Relative Landslide Potential Maps produced by NCWAP
and THPEWRP are consistent on a statewide basis in the assignment of relative landslide potential categories.

; This Relative Landslide Potential Map was developed to depict areas that are relatively more or less susceptible to landsliding based upon the geoclogic observations and interpretations presented on the Geologic and Geomorphic

Features Related io Landsliding, Gualala River Watershed map (Plate 1). This map shows on a regional scale (1:24,000) five categories of relative landslide potential. The map can be used as a screening tool in project level or
regional planning, but does not serve as a substitute for more specific evaluation and ground-based observations. Site-specific evaluations often require detailed engineering geologic studies and quantitative soil engineering
investigations of the underlying soil and bedrock for proper planning of specific projects.
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V including the activity level and mechanics (specific process) of downslope sliding for each landslide, 2) presence of geomorphic features related to landsliding and slope instability, 3) steepness of slopes whether or not landslides are
apparent, 4) the geology of the area, including bedrock types and lithologic properties relative to slope stability and distribution of various earth materials, as well as the structural framework, such as faulted and folded strata found in
the region, and 5) relative behavior of slopes based on interpretation of 1984 and 1998/2000 aerial pholographs and limited field reconnaissance. The five-value scale ranges from very low landslide potential (Category 1) to very high
landslide potential (Category 5). Three geomorphologically unique areas (the mutual drainage area of Centennial and Big Mountains, the coastline, and much of the southeast quarter of the Tombs Creek 7.5’ Quadrangle) were
mapped and classified separately. Similarly, two areas of the Coastal Terrane were subdivided and treated individually.

The method and criteria described above for the designation of areas into relative landslide potential categories are applied to all Relative Landslide Potential Maps generated by NCWAP and THPEWRP to ensure statewide
2 consistency.
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LIMITATIONS

The categories of relative landslide potential represent a composite of the data considered. The incorporated data were remotely sensed from aerial photos taken in 1984 and 1999/2000. As such, this map is suitable for regional
interpretation and is not a substitute for site level investigations. The map can be used as a screening tool during project planning to estimate the potential of landsliding hut does not define risk. No interpretations were made
regarding the potential consequences of landsliding. This map is based on mapping of landslides and related geomorphic features and so captures the consequences of past triggering events such as earthquakes and major storms.
These events have occurred historically and caused landslides in the Gualala River watershed and are expected to occur in the future.

All mapped landslides were incorporated into the analysis. The data did not differentiate between landslides with or without a relationship to land use or land management. Therefore, the significance of anthropogenic versus natural
instability cannot be interpreted based solely on the relative landslide potential map. Calibrated with other data, this map can be used in the preparation of a sediment budget. However, information regarding sediment production,
landslide movement rates, erosion rates, soil erosion hazard ratings, soil depth, and bank erosion is not incorporated into this map. Congequently this map alone cannot be used to estimate surface erosion.
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Digital data shown on this map as well as additional landslide and fluvial geomorphology data are available from the following sources: on the CGS website at www.conservation.ca.gov/cgs, on compact disc from CGS
Q (CD-ROM 2002-08), or on the North Coast Watershed Assessment Program website at www.ncwatershed.ca.gov.
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@ GUALALA AERIAL PHOTOGRAPHS BY YEAR
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EROS Data Center, U.S. Geological Survey, various dates, Digiial Elevation Models, 10 meler resolution.
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WAC, Inc., 1984, black and white aerial photographs, flight 14, frames 153-184, 190-205, 213-225, 240-250, flight 15, frames 125-133, 191-197, flight 20, nominal scale 1:31,680, dated April 20, 1984.

(4 WAC, Inc., 1999, color aerial photographs for Sonoma County, flight 10, frames 2-5, 13-18, 21-29, 31-40, 42-81, 83-98, 137-150, 157-175, 177-192, nominal scale 1:24,000, dated April 13, 1999.

WAC, Inc., 2000, black and white aerial photographs for Mendocing County, flight 3, frames 160- 167, 186-190, 215-219, nominal scale 1:24,000, dated April 2, 2000.
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EXPLANATION

Surficial Deposits (Holocene-Pleistocens) Undifferentiated Franciscan Complex (Cretaceous) ROCK SLIDE: Slope movement with bedrock as its primary source material. This class of failure includes rotational eos00si2288%.  DISRUPTED GROUND: Irregular ground surface caused by complex landsliding processes resulting in features that are e Walershed Boundary

and translational landslides; relatively cohesive slide masses with failure planes that are deep-seated in comparison to 380855508555555  ndlistinguishable or too small to delineate individually at 1:24,000 scale; also may include areas affected by downslope creep, Subbasin Boundary SCALE 1:24 000
those debris slides of similar areal extent. The slide plane is curved in a rotational slide. Movement along a planar 790065AR099989  gxpansive soils, and/or gully erosion. Boundaries are usually indistinct.
joint or bedding surface may be referred o as translational. Complex versions with combinations of rotational heads ' o o o e e e e o e e e County Boundary CONTOUR INTERVAL 40 FEET

and translational movement or earthflows downslope are common. Y indicates a scarp; arrows show direction of 100050 0 000 2000 3000 4000 5000 6000 060 80 S 10000

! : b . . ; e . Public Land Survey System FEET
movement; queried where the presence of the slide is uncertain; boundary is solid where historically active, dashed . & . . .
here dormant, queried where uncertain. i j;\ DEBRIS SLIDE SLOPE / SOURCE AREA: A geomorphic feature characterized by steep, usually well vegetated slopes Stream North American Datum of 1983 (NADS3)

%
&-_ .a'i; that appear to have been sculpted by numerous debris slides and debris flows. Upper reaches (source areas) of these ] o8 o ; M AT G e —
d slopes are often tightly concave and very steep. Soil and colluvium atop bedrock may be disrupted by active debris slides ——— Primary Highway T | Projection: Universal Transverse Mercator, Zons 10

2 and debris flows. Slopes near the angle of repose may be relatively stable except where weak bedding planes, bedrock i DATA SOURCES
-;-?;43’ joints and fractures parallel the slope. = Secondary Highway

Beach sand- marine-laid deposits of fine- to coarse-grained sand and gravel; may migrate seasonally. Greenstone

Alluvial fan- characteristic fan-cone shapes at the mouths of eroding stream canyons; includes debris fans. IEI Sandstone

Marine terrace deposits Serpentinite

Undifferentlated stream channel deposits- unconsolidated sediments in active channels and flood plains. III Metamorphic

o
2

EARTHFLOW: Slow to rapid movement of mostly fine-grained soil with some rocky debris in a semi-viscous, highly N'x‘l,.:-‘f-?

plastic state. After initial failure, the mass may flow or creep seasonally in response to changes in groundwater level. -

These types of slope failures often include complexes of nested rotational slides and deeply incised gullies; boundaries . . .

are usually indistinct. 47> indicates a scarp; arrow indicates direction of movement; queried where the presence of et Road, Street or Trail ; e g A AMETERS A " VH‘;&:g :’;‘::h':‘)”"da“es :é}% Sggfgi (‘;V::le(; Sggl‘; S'“gl;'gCA'-WATER v.2.23)
BT 1 1 F— ¥ | I Cans)

the slide is uncertain. Boundary is solid where historically active, dashed where dormant, queried where uncertain. INNER GORGE: A geomorphic feature consisting of steep slopes adjacent to channels. The gorge typically is created by A City or Town 1000 '0 METERS 1 000 2000 Transportation 1:24,000 USGS DLG and USFS CFF
”_":Z:}_,_’,_ —~ accelerated downcutting in response to ragional uplift. It is defined as an area of streambank between the channel and Hypsography 1:24,000 USGS DLG

Stream channel deposits- stage/return period 5 years or less
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River terrace deposits Coastal Belt Franciscan, includes Coastal Terrane (Eocene-Early Cretaceous)

MAF LOCATION Dlaraliusdion Coastal Belt Franciscan- marine sandstone.

DEBRIS SLIDE: Mass of unconsolidated rock, colluvium, and coarse-grained soil that has moved slowly to rapidly the first break in slope. Line is queried where uncertain, or broken into segments to represent a stretch of discontinuous Gy Spring Public Land Survey System  1:100,000 USGS DLG
Coastal Belt Franciscan- marine siltstone.

downslope along a relatively steep, shallow, translational failure plane. Debris slides form steep, unvegetated scars in inner gorge too small to accurately represent at 1:24,000 scale. One-sided hachures indicate inner gorge on one side of County Boundaries 1:100,000 USGS DLG
the head region and possibly irregular, hummocky deposits in the toe region. Scars commonly ravel and remain channel only; hachures point downslope.

unvegetated for several seasons depending on slope aspect. Queried where the presence of the slide is uncertain. ’

Boundary is solid where historically active, queried where uncertain.

Overlap (Quaternary-Tertiary)

QTors| Ohlson Ranch Formation- siltstone. Central Belt Franciscan, includes Central Terrane (Cretaceous)

GULLY: Distinct, narrow channels formed by erosion of soil or soft rock material by running water. Channels are larger
/ and deeper than rills and usually carry water only during and immediately after heavy rain or following the melting of ice

DEBRIS FLOW / TORRENT TRACK: Long stretches of bare ground that have been scoured and eroded to bedrock by

ext(emel_y ra_pid m_cwenjent of wgte_r—laden debris_. Debris flows are commonly friggered by d_ebris slic_!ing in the source area BN, BRRnE ok senbilh WiS Eilelee ShRIEIDR: |
during high intensity rains. Debris is often deposited downslope as a tangled mass of organic material in a matrix of rock RE L ATIVE LAN Ds LI D E POTE NTI AL WITH G EOLOGIC AN D G EOM ORP H Ic FE ATU RES // \‘,Z

QTorc| Ohlson Ranch Formation- conglomerate. Undifferentiated Central Belt Franciscan- siltstone.

QTor | Ohlson Ranch Formation- undifferentiated Marine sandstone and conglomerate.

www.conservation.ca.gov/cgs

and soil; debris may be reworked and incorporated into subsequent events; lack of vegetation indicates recent activity.

Eastern Belt Franciscan, includes Yolla Bolly and Pickett Peak T Early Cret -Late Jurassi , o . o o . . L T 0 . Sol i in, :
Flem BeltFranciscon, nelucis Yol Solly sndetetresk Terrones oty Srrismaousiats furestd Chifiee 151 B0 o e S e, Sty T3 e A 5015, o s ————F 1 * Lthologlc Contact: Sold whers looation s certn, dashed wners approximatelylocated o GUALALA RIVER WATERSHED, SONOMA AND MENDOCINO COUNTIES, CALIFORNIA 70 Caoni Deparmntof Coneanationmeses o wananon

Melange F : ; S ; ; : & e : :
O T —— ault: Solid where location is certain, dashed where approximately located or inferred, CALEORNIGEQLOMCAL SURVEY as to the suitability of this product for any particular purpose.
Undifferentiated strata of German Rancho, Anchor Bay and Stewarts Point- sandstone, siltstone, claystone and conglomerate. Central Belt Franciscan- melange: includes chert- ch, greenstone- gs, greywacke- gwy and sandstone- ss. i 182:)AfLLtI'-A|NDStrI:;DE: Landslide too small to delineate at 1:24,000 scale (typically less than 1/5 acre in area or less than dotted where concealed, and queried where continuation or existence is uncertain. P LATE 2 y s H E ET 3 OF 3 (SOU TH E RN PORTIO N) Copyright© 2002 by the California Department of Gonservation
eetin length). ’

: — - — — — t: Linear feature of unk igin noted ial photographs. ; ’ : ; : _ £ this publicati b duiood
German Rancho Formation- marine sandstone and mudstone. oA TINGArToRTID CTToNn ongin noied on sons probarens by Michael S. Fuller, CEG, Wayne D. Haydon, CEG, Michael G. Purcell, RG and Kit Custis, CEG, CHG oLt whten gansent of the Callbmoe GeoOqIoal SUrvey.
m | Monterey Group- marine sandstone and shale. Great Valley Complex (Cretaceous) & Information on this map is not sufficient to serve as a substitute

Digital Representation by Sandra M. Summers and Peter D. Roffers : RO eI k) sehe ;
: - : CALIFORNIA for the geologic and geotechnical site investigations required
Gualala Formation, Anchor Bay Member- sandstone, mudstone and conglomerate. Klavs c SER 3 o g o o B

Sandstone and claystone
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Gualala Formation, Stewarts Point Member- sandstone, conglomerate and mudstone. 2002

Black Point Spilite




